Headbanding machine

* The machine allows adherence of headbands on the
book blocks

*The machine clearly accelerates the production where
no complete automatic line for hardcovers is available

» On the control desk the required lenght of headbands is
set up and the machine sticks the headband with a
double-sided adhesive tape on the book

» Changing the format lasts only 5 seconds

* This solution is extremely adaptable and requires only
minimum space standards

Kapitalbandmaschine

* Die Maschine erméglicht das Kleben von
Kapitalbandern auf Buchblécke

« Sie beschleunigt deutlich die Herstellung dort, wo keine
komplette automatische Linie fiir gebundene Ausgaben
zur Verfligung steht

» Auf dem Bedienungspult wird die bendtigte Lange des
Kapitalbandes eingestellt und die Maschine klebt das
Kapitalband mittels eines doppelseitigen Klebeband auf
das Buch

* Das Verandern des Formates dauert nur 5 Sekunden
* Diese Losung ist auBerst flexibel und erfordert nur
minimale Raumanforderungen

Kapitalikovaci stroj

« Stroj umoznuje nalepovanie kapitalikov na knizné bloky
« Vyrazne zrychluje vyrobu tam, kde nie je k dispozicii
kompletna linka na tvrdé vazby

+ Na ovladacom paneli sa nastavi pozadovana dizka
kapitalika a stroj nalepi pomocou obojstrannej lepiacej
pasky kapitalik na vlioZzenu knihu

* Zmena formatu trvaiba 5 s

* Toto rieSenie je maximalne flexibilné s minimalnymi
poZiadavkami na priestor

Size book block min. 75 x 100 mm
max. 320 x 450 mm

Thickness of the spine 3-79 mm

Cycle speed max. 360 books/hour

Dimensions of the machine 690 x 290 x 420 mm

Weight 25 kg

Electric requirements 230V, 50 Hz

Air pressure 6 bar
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